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AMENDMENTS TO THE CLAIMS: 

This listing of claims will replace all prior versions and listings of claims in the 
application: 

1. (Original) A method for providing airspace navigation information, comprising: 
displaying airspace navigation information for an aircraft on a display in a first 

mode; 

detecting a navigation event; and 

automatically displaying airspace navigation information for the aircraft on the 
display in the first mode and at least one additional mode, in response to the navigation 
event. 

2. (Currently Amended) The method of claim 1, wherein detecting a navigation 
event comprises: 

detecting a proximity of the aircraft to a navigation feature. 

3. (Original) The method of claim 2, wherein detecting a proximity of the aircraft 
to the navigation feature comprises detecting a proximity to a terrain feature. 

4. (Original) The method of claim 2, wherein detecting a proximity of the aircraft 
to the navigation feature comprises detecting a proximity to an area of restricted 
airspace. 
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5. (Original) The method of claim 2, wherein detecting a navigation event 
comprises receiving a mode transition signal based on the proximity of the aircraft to the 
navigation feature. 

6. (Original) The method of claim 1, wherein detecting a navigation event 
comprises receiving a mode transition signal based upon a flight parameter of the 
aircraft. 

7. (Original) The method of claim 1 , wherein detecting a navigation event 
comprises receiving a mode transition signal in response to a user input. 

8. (Original) The method of claim 1 , wherein detecting a navigation event 
comprises detecting a proximity to a weather event. 

9. (Original) The method of claim 1, wherein detecting a navigation event 
comprises detecting a proximity to at least one additional aircraft. 

10. (Original) The method of claim 1, wherein displaying airspace navigation 
information for an aircraft on the display in the first mode comprises displaying airspace 
navigation information from an overhead perspective. 
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1 1 . (Original) The method of claim 1 , wherein automatically displaying airspace 
navigation for the aircraft on the display in the first mode and at least one additional 
mode comprises displaying information for a vertical component of airspace navigation. 

12. (Original) The method of claim 1 , further comprising: 

providing at least one indication aid in response to the navigation event. 

13. (Original) The method of claim 12, wherein providing at least one indication 
aid comprises providing an audible indication aid. 

14. (Original) The method of claim 12, wherein providing at least one indication 
aid comprises providing a visual indication aid. 

15-21. (Cancelled) 

22. (Original) An apparatus for providing airspace navigation information, 
comprising: 

means for displaying airspace navigation information for an aircraft on a display 
in a first mode; 

means for detecting a navigation event; and 
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means for automatically displaying airspace navigation information for the aircraft 
on the display in the first mode and at least one additional mode, in response to the 
navigation event. 

23. (Original) A computer readable medium capable of configuring a processor to 
perform a method for providing airspace navigation information, the method comprising: 
displaying airspace navigation information for an aircraft on a display in a first 

mode; 

detecting a navigation event; and 

automatically displaying airspace navigation information for the aircraft on the 
display in the first mode and at least one additional mode, in response to the navigation 
event. 
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